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EN 55015
EN 61547
EN 60598-2-1

YEAR
WARRANTY3

SustainabilityTechnology Cost Saving IP 66 Environment

Pole

Light Height 6.1 m

Total Height 6 m

Pole Diameter 140 mm

Material Steel Galvanized, Powder Coated
(stainless steel, aluminium optional)

LED

Max. LED power 19 Watt

Lighting Lighting High Efficiency LED’s

Max. Luminous Flux 3100 Lumen

Standard Lighting Up to 30 Lux

Life time of LEDs > 75.000 Hours

Colour Temperature 4.000 K, CRI > 70 (standard)
3.000 K - 6.500 K (optional)

Lighting Area 150 m²

Power Tube

PV-Technology Silicon-Solar Cells

Nominal Power 2x75 Wp

Number of PV-Cells 40

Diamensions 1,500 x Ø200 mm

Power Control

Dynamic Light Profile Customer-Specific

MPPT 4 Channel

Microwave Sensor Optional

Efficiency Over % 90

Battery

Capacity 576 Wh (Batteries in the pole)

Technology LiFePo4 (standard)

Lifetime 3000 Cycle at 80% DOD

Box Aluminium (IP66)

Compliances

EMC EN 55015, EN 61547

ISO Certificate ISO 9001-2008

LVD EN 60598-2-1

PV Standard EN 61215 (adapted)

CE Sertifikası

Gaia Vertical Solar Lighting is a self-contained, maintenance-free product for 
professional outdoor lighting implementation.


